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TECHNICAL DATA SHEET 

JASPER 

 

 
Eye protection 

 
Article NO:  E4043 
 

 
Lens:   smoke 
Material:  polycarbonate 

 

 

Protective glasses in attractive styling guarantee the highest level of comfort because of soft 
rubber nose bridge. Inner surface and the end of temples. They are made from 

polycarbonate. Smoke lens are anti-scratching and resistant to low-energy shocks (up to 
45 m/s). 
 

 
   Adjustable temple length  - NO 
 
 
   Adjustable temple angle   - NO 
 
 
   Anti-fogging lens    - YES 
 
 
   Anti-scratching lens   - NO 
 
 
Smoke lens, 5-3.1 1 F O 
Type of filter:  5 solar filter 
Shade number:  3.1 smoke 
Optical class:  1 permanent use 
Mechanical resistance: F resistant to low-energy shocks 
Type of the lens:  O original lens 

 

This personal protective equipment is in conformity with these harmonized European 
Standards: 
 

DIN EN 166:2001 : Personal eye protection. General requirements. 
DIN EN 166:2002 : Personal eye protection. General requirements. 
 

PPE of the simply construction against minimal risk, which can be recognized  by the 
user early and safely. 
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Self certification have been performed on the base of technical documentation of the PPE 
and practical exams of the ergonomic features of the PPE by the Voženílek pracovní 
ochranné pomůcky s.r.o. company, dated 11th July 2014, producer´s test report no. TR-
140530-2. 

 

Pieces in carton:  300 
Pieces in box:  10 
Polybag packing (pieces): 1 
Carton weight:  17 kg 
Carton size:   0,171 m3

 

 

Store in dry and dark enviroment away from direct sunlight at temperatures of -5°C to +55°C, 
relative humidity 90% and out of sources of gasoline vapors and solvents. 
It is recommended to clean after each use. Clean at room temperature with a clean cloth, lightly 
moistened with a concentrated solution of water and detergent. Do not use hot water, fuel, 
degreasing fluids, organic solvents or abrasive cleaners. 


